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' ELECTRICAL CHARACTERISTICS
 —; |2, | CENTER FREQUENCY 24W2 MHZ
3dB BANDWIDTH: 18 MHz MIN.
( :OPY VSWR OVER 60% OF 3dB BW: 1.5:1
INSERTION LOSS: 3.1 dB
REJECTION:
—16 dBe: 2390 MHz
_29 dBc: 2450 MHz
~<—.600" — — 2X 115"
/0 =~ | .350 031" 2X 168" -
i / O %
- / —— 6X R.030"
%§§ % i 500 O f oX 075"
E % 4 .joo o .
- % ;}_ %_.A
/Oj 286" =< 2% 088"

4X GND

4X 125"

Confidential and Proprietary information of ComNav Engineering Inc. Do Not Duplicate
or Use Without Permission. ComNav Engineering Inc. claims Copyright in this document @ = A
as of the Creation, last revision, and last updated dates. All Rights Reserved.

NOTES:

FOR RECOMMENDED FOOTPRINT SEE FP0O0Z28.

RECOMMENDED ATTACHMENT METHOD: SILVER EPOXY
OR REFLOW NOT TO EXCEED AS INDICATED BELOW:

TEMP.('C)  MAX.TIME(SEC)

215
250
249
260

90
60
30
15
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