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50— FLECTRICAL CHARACTERISTICS
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T o — CENTER FREQUENCY 2390 MHz
E— ( :OPY 3 dB BANDWIDTH 110 MHz nom.
PASSBAND 2350-2430 MHz
PASSBAND LOSS <25 dB
PASSBAND FLATNESS <10 d
VSWR 1701
REJECTION: DC — 2250 MHz: >50 dB
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. ENGLISH METRICJCHECKED BY]
NOTES: ENGLISH
FOR RECOMMENDED FOOTPRINT SEE FPOO25. TOLERANCES UNLESS | DRAWN BY
OTHERWISE SPECIFIED PBF
RECOMMENDED ATTACHMENT METHOD: SILVER EPOXY 10 58 195, oh Bree] ENONEER | L0} OFF INI._ISS. PER 1683
OR REFLOW NOT TO EXCEED AS INDICATED BELOW: REMOVE ALL BURRS SWB JREV] DATE | BY JDCN No. REMARKS
TEMP.('C) MAX.TIME(SEC) e K e COAXIAL FILTER
o B 20 25 o[ TBORB—2390 /21101
250 60 ANGLES £ O 30 31JULO1 B / -
245 30 FINISH: BOARD: NI/AU PLATED COPPER | DRAWING No. SHEET O
260 15 JACKET: NI/SILVER 0l 0346

RESONATOR: SILVER
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