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PART NUMBERS

6BCR4C—2250/C125-L
6BCR4C-2350/C125-L

ELECTRICAL CHARACTERISTICS
CENTER FREQUENCY fo(*) 2250, 2350 MHz

5 dB BANDWIDTH 125 MHz NOM
PASSBAND fo £55 MHz
PASSBAND LOSS < 5.0 dB
PASSBAND FLATNESS < 2.0 dB
PASSBAND VSWR 1.5:1
65 dB REJECTION fo £150 MHz
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NOTES:
FOR RECOMMENDED FOOTPRINT SEE FP0OO23.

RECOMMENDED ATTACHMENT METHOD: SILVER EPOXY
OR REFLOW NOT TO EXCEED AS INDICATED BELOW:

TEMP.('C)  MAX.TIME(SEC)

215 90
230 60
245 50
260 15
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ENGLISH
TOLERANCES UNLESS | DRAWN BY | A J080CTO1 JRME | DEV. GEN. REV. PER 1742
OTHERWISE SPECFIED}]  RME
MACHINED SURFACES I JOTAUGOT IMJG | DEV. INI. ISS. PER 1691
T0 BE 125, 70R BETTER ENGINEER
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CERAMIC COAXIAL FILTER
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BBCR4AC—fo(*)/C125-L

BOARD: NI/AU PLATED COPPER
JACKET: NI/SILVER
RESONATOR: SILVER
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