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COMNAV PART ELECTRICAL CHARACTERISTICS
4BCR8B-2247.5/12-D |CENTER FREQ fo(* 2247.5, 2287.5 MHz
4BCRBB-2287.5/12-D J3dB BANDWIDTH 12 MHz MIN.

17 dB BANDWIDTH 24 MHz MAX
LOSS @ fo: < 5.0 dB
VSWR 1.7:.1 TYP.

Y Y

p"w e /JZSND

S COPY
A U UK u

v SEE DETAIL A 010" ”

2X 143" . o

4% 298" — > - 031

—

4 316"
i /0 h 948" /0 D <— 10X 040 .
DETAIL A
. H@ﬁﬁﬁ@ 10X 100 U SCALE 41
O~—0 [ 169° ﬁA 0% 095
T <~ 1267 ————— or Use Without. Permisson, Com. Enginering 1. ciime Capyight In tis cocumert A

as of the Creation, last revision, and last updated dates. Al Rights Reserved.

ENGLISH METRICICHECKED BY]
NOTES: ENGLISH
W> DC ‘S ON ONE S‘DE ONLY g%gsovyl\gcggspuy&‘%%% DR/%WEEVFBY A J17JUNOZ2 I MJG DEV. GEN. REV. PER 1914
TOMABCEH\WNZED SOURRFS%SER P — I J19FEBO2 fMJG | DEV. INI. ISS. PER 1855
FOR RECOMMENDED FOOTPRINT SEE FPOO7S. REMOV\E/ALL BURRS MJG |REV] DATE | BY JDCN No. REMARKS

=] Kod e G CERAMIC COAXIAL FILTER
XX .02 . X £.50

XXX +.010] XX +.25 OSDJ/SLEOZ TITLE: 4BCF388*W<*>/W 2-D

ANGLES + 0" 30’
. SHEET OF
HN‘SH'JACKU: NI/SILVER DRAWING No. T

OIS, TN PLATED 0L0A95



Patf
COPY


