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A L e 111 an 11 CLECIRICAL SPECIFICATIONS
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895 zw BBCV4~fo(*),/C26-0
aovze e, DC: (WK)(YR)—-SN

CENTER FREQ.(fo(*)): 2412,2442 OR 2472 MHz

S5 dB BANDWIDTH: 26 MHz NOM.
1 dB_BANDWIDTH: 22 MHz NOM.

429 COPY 20 dBC: f0£19 MHz
/ VSWR! 1.5
2X FEMALE SMA CONNECTOR 0SS @ fo: <15 dB
S R POWER HANDLING: ~ >50 WATTS
TEMP. RANGE: 400 TO +70°C
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NOTET: MOUNTING HOLE THREADS ARE THE ONLY METRIC Toreraces unessf o ev ] A f2novosfomn | Dev. GEN. REV. PER 2453
OTHERWISE SPECIFIED PBF
FEATURES IN' THE DRAWING. <DEPTH IS IN ‘NCHES> MACHINED SURFACES I J18SEPO2 fMJG | DEV. INI. ISS. PER 1944
TO BE 125,70 BETTER ENGINEER
LABEL: COMNAV ENGINEERING, INC. REMOVE ALL BURRS KJR REV] DATE | BY JDCN No. REMARKS
COMNAV PART ENGLISH | METRIC | SCALE  JAPPLIC:
# (INCHES) | (MM) 11 CAVITY FILTER
SERIAL NUMBER AND DATE CODE xx 00 | x 425
XXX £.010f XX +.13 DATE  JTITLE: BBCVA—fo(*) /C26—0 SHEET OF
ANGLES + 0 30 ] 22NOV0S —fo(*)/C26— 11
MATERIAL: BASE: ALUMINUM 606116 DRAWING No.
LID: ALUMINUM 6061-T6
<CONNAV
g FINISH: BASE: SILVER OVER COPPER W/TARNA-BAN MILSPECQQS-365 —
ENCINEERING ING LID: SILVER OVER COPPER W/TARNA-BAN MILSPECQQS-365 O LO 4 2 9 O
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