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FLECTRICAL CHARACTERISTICS
CENTER FREQUENCY: 3348 MHz
L L] L L] INSERTION LOSS: <35 dB
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PASSBAND (=3 dB)

PASSBAND FLATNESS:

PASSBAND VSWR:
REJECTION(RELATIVE TO FO)

@ 3068 MHz:

IMPEDANCE:

=1.50:1

fo+20 MHz MIN
fot32 MHz MAX

0.5 dB PK TO PK MAX
WITHIN FO£10 MHz
WITHIN FO+£10 MHz

>75 dB (80 dB TYP.)
© 3278 AND 3418 MHz;>30 dB
© 6276 AND 6556 MHz:>60 dB

50 OHMS

.

[T
N

T Léf 2X 080"

~— 2X 120"

—

Confidential and Proprietary information of ComNav Engineering Inc. Do Not Duplicate

or Use Without Permission. ComNav Engineering Inc. claims Copyright in this document

as of the Creation, last revision, and last updated dates. Al Rights Reserved.

A

. ENGLISH METRICJCHECKED BY]
NOTES: ENGLISH
FOR RECOMMENDED FOOTPRINT SEE FP0Q90. TOLERANCES UNLESS | DRAWN BY | A 123JANO4 IMJG | DEV. GEN. REV. PER 2164
OTHERWISE SPECIFIED]  PRBF
MACHINED SURFACES P I §19DECO3 IMJG DEV. INI. ISS. PER 2157

TO BE W%VOR BETTER

REMOVE ALL BURRS MJG JREV] DATE ] BY JDCN No. REMARKS
ENGLISH | METRIC SCALE APPLIC:
(INCHES) | (MM) 41 CERAMIC COAXIAL FILTER
XX 02 )x  £25
Xxx £.01fxx 13 DATE  JTITLE:
] ) 3JANO4 5BCR4B—-3348/50—LX
FINISH: DRAWING No. SHEET OF

BOARD: NI/AU PLATED COPPER
JACKET: NI/SILVER

@sWLAV

RESONATOR: SILVER

0L0ST0

|

|



Patf
COPY


