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' ELECTRICAL CHARACTERISTICS
CENTER FREQUENCY: 5742 MHz
N N S PASSBAND: 5725-5760 MHz
PASSBAND LOSS: 2.7 dB TYP 3.5 dB MAX
3 dB BANDWIDTH: 80 MHz NOM
CO PY VSWR: 17:1 TYP
REJECTION:
15 dB MIN @ 5810-5850 MHz
OPERATING TEMP: ~ —40 TO +70 °C
) POWER HANDLING: 1 WATT MIN
~<— 400 ———=
< 4X 125 ) ) | 2X 058"
I/Fj 031 X 138" ——= T
—— L\A\%/N = ] %
\ —
R
s 2 O \2 L 2x 075"
=8 - y N
\ = o © P ” 2
) | g [+ 530 O N 6X R.030”
B BN o / . -
L8 2} —
= L 275" O
/ % 99
2 \ ) 2X 115
= T \9\\%\ L | % @ N
\/o GND 4 PLS —= 201" ~—

Confidential and Proprietary information of ComNav Engineering Inc. Do Not Duplicate
or Use Without Permission. ComNav Engineering Inc. claims Copyright in this document
as of the Creation, last revision, and last updated dates. All Rights Reserved.
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FOR RECOMMENDED FOOTPRINT SEE FPOOO7. TOLERANCES UNLESS | DRAWN BY | A [ 14MAROG] KJR DEV. GEN. REV. PER 2498
RECOMMENDED ATTACHMENT METHOD: SILVER EPOXY OTHERWISE SPECFED| PR
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FILTER IS ROHS COMPLIANT

BOARD: NI/AU PLATED COPPER

JACKET: NI/SILVER
RESONATOR: SILVER
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