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i ELECTRICAL CHARACTERISTICS
CENTER FREQUENCY: 2300 MHz
LOWER 1/2 dBc CORNER: 2255 MAX
UPPER 1/2 dBc CORNER: 2345 MIN
REJECTION:
DC—-2065 MHz: 40 dBc MIN
2170 MHz: 20 dBc MIN
| 717 | COPY 2430 MHz: 20 dBc MIN
| ‘ | 2535-2580 MHz: 40 dBc MIN
 — | |72 |77 - 2581-5750 MHz: 26 dBc MIN
olololo 5751-6450 MHz: 26 dBc GOAL
PASSBAND RIPPLE: +0.25 dB MAX
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INSERTION LOSS:
INPUT/OUTPUT RETURN LOSS:

15 dB MIN @ 2278-2327 MHz

AROUND INSERTION LOSS
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NOTES:

NO TIN PLATING UNDER SOLDER MASK.
RECOMMENDED ATTACHMENT METHOD: SILVER EPOXY
OR REFLOW NOT TO EXCEED AS INDICATED BELOW:

TEMP.("C)  MAX.TIME(SEC)
550 20
545 30 FILTER IS ROHS COMPLIANT.
260 15  FILTER MAY BE ETCHED OR LABELED.
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