2

1

55”~>j

SBCR4C 24425/55 L

—

350"

I

NS

(ﬁu
oD\ [ =<
)| =X

\I/Q)KE(:XNﬁ$ﬂlk\ﬂ|/q)

DC:(WK)(YR) — SN

— — — 7 —

L7\
/
NN

{O IVO”I ~T »w  COPY

036"

ELECTRICAL CHARACTERISTICS

1 dB BANDWIDTH: 15 MHz MIN.

INSERTION LOSS:
RETURN LOSS:
REJECTION: 65 dB

3.0 dB MAX
4.0 dB MIN.

1
MIN @ 1
MIN @ 2
MIN @ 2
MIN @ 2
OPERATING TEMP: +10 to +60°C

CENTER FREQUENCY: 2442.5 MHz NOM.

NON—-OPERATING TEMP: —10 to +/0°C

FLATNESS OVER 1dB BANDWIDTH: 2 dB/MHz
GROUP DELAY OVER 1dB BANDWIDTH: 0.5 nSEC/MHz

880 TO 2120 MHz
MH
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Confidential and Proprietary information of ComNav Engineering Inc. Do Not Duplicate
or Use Without Permission. ComNav Engineering Inc. claims Copyright in this document
as of the Creation, last revision, and last updated dates. Al Rights Reserved.

NOTES:
RECOMMENDED ATTACHMENT METHOD: SILVER EPOXY
OR REFLOW NOT TO EXCEED AS INDICATED BELOW:
TEMP.("C) MAX. TIME(SEC)

215 90

250 60
245 30
260 15

FILTER MAY BE LABELED OR ETCHED.
FILTER IS ROHS COMPLIANT.

ENGLISH / METRICJCHECKED  BY]
ENGLISH

TOLERANCES UNLESS | DRAWN BY
OTHERWISE SPECIFIED PBF

MACHINED SURFACES I 15JUNTTIEMJIGE DEV. INI. ISS. PER 3401
TO BE 125,7OR BETIER ENGINEER

REMOVE ALL BURRS MJG JREV] DATE | BY JDCN No. REMARKS
ENGLISH | METRIC SCALE  JAPPLIC:
(INCHES) | (MM) 41 CERAMIC COAXIAL FILTER
XX 102 § X x50
XXX £.010] XX +.25 DATE TITLE:

e Y 3BCR4C—2442.5/55-L

FINISH:
7 BOARD: NI/GOLD
(C JACKET: NI/SILVER
ENGINEERING ING RESONATOR: SILVER

DRAWING No.

OLT7199
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