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' ELECTRICAL CHARACTERISTICS

CENTER FREQUENCY: 3750 MHz
3.0 dB BANDWIDTH: 50 MHz NOM
INSERTION LOSS: 4.5 dB MAX @ FO

Y COPY REJECTION: o

| 22 | 20 dBc MIN @ FOx35/75 MHz
ololo 15 ULTIMATE REJ.: OUT TO 1.9 TIMES FO
OPERATING TEMP.: =55 TO +95°C

6X R.030”

4X GND
+ SBCR2B—3750/SO—L f J:
INin

290" COMNAV

H1/0 /0 \ ) B_040".120"
DCW)(R) — SN || 125" / 4
= =T = W g /(ﬂ T
——1 160" ~— JT 036" ~— 070"

NN
I

A

NN

INPUT /OUTPUT 110°
Conﬁdem\'g\ and Prop_rie_tory information gf CgmNov Eng\'.neen'ng \ﬂf:. Dg Not. Duplicate
U T B TR A R e e A
ENGLISH / METRICJCHECKED B
ENGLISH
NOTES ggﬁggms%gssp%%g%% DRéWBf\JFBY A J18JAN12 F KJR DEV. GEN. REV. PER 3490
RECOMMENDED ATTACHMENT METHOD: SILVER EPOXY e sumces o] L |00V R] oFy INI. IS5, PER 3456
OR REFLOW NOT TO EXCEED AS INDICATED BELOW: REMOVE ALL BURRS KJR REV] DATE | BY JDCN No. REMARKS
TEM;S(T) MAXQEME@EC) ) I Il CERAMIC COAXIAL FILTER
XX +£.01 g .X 2
230 XXX +.005 .><><. i.w’s DATE TITLE: BBCRZB*5750 SO*L
e o RECOMMENDED FOOTPRINT: FPO163 |auerose 107 / — < ——
560 FILTER IS ROHS COMPLIANT. , g gy [FIVSH: BOARD: NICKEL/G0LD : o
B FILTER MAY BE ETCHED OR LABELED, [COMNAVE S S ™ OL12355




