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ELECTRICAL CHARACTERISTICS
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CENTER FREQUENCY: 3500 MHz
5 dB BANDWIDTH: 200 MHz MIN
INSERTION LOSS: 1.5 dB MAX AT 3500 MHz
INPUT/OUTPUT VSWR: 1.5:1 MAX FROM 3420 MHz TO 3580 MHz
REJECTION:
60 dBc MIN RELATIVE TO 3500 MHz FROM 100-3300 MHz
60 dBc MIN RELATIVE TO 3500 MHz FROM 3700-4100 MHz
IMPEDANCE: 50 OHMS

OPERATING TEMP. =25 10 +85°C
STORAGE TEMP.: -40 TO +125C

HUMIDITY: 0 — 95% NON-CONDENSING

MECHANICAL SHOCK SURVIVAL FOR MOUNTING FEATURES:
/ AXIS: 45G 40mSEC 1/2 SINE PULSE 3 POS. 3 NEG.
X AXIS: 25G 40mSEC 1/2 SINE PULSE 3 POS. 3 NEG.
Y AXIS: 65G 40mSEC 1/2 SINE PULSE 3 POS. 3 NEG.
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NOTES:
FILTER MAY BE ETCHED OR LABELED.
¢ FILTER IS ROHS COMPLIANT.
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NOTES: THE CUSTOMER’S PART NUMBER 275-683300-02 IS ON THE LABEL.
THE LID IS SEALED WITH LOCTITE 51458.
THE THE SCREWS HOLDING LID ON ARE SEALED WITH LOCTITE 290.
TUNING ELEMENTS AND SCREWS ARE SEALED WITH EPOXY.
GOLD FINISH ON RF FEED—THRUS, NO CONTAMINATION ALLOWED.
GPO MOUNTING SURFACE TO BE FREE OF FLUX OR ANY CONTAMINANT.
BOTTOM MOUNTING SURFACE TO BE FREE OF PAINT.
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